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1. Make measurements.

2. Paste the element.

3. Paint the item.

4. Install the aluminum profile with
the light diffusing lid for mounting
the LED ribbon.

5. Mount LED ribbon.

6. The ribbon can light in color for
any taste.

WARNING: do not put profiles on the
LEDs when using outdoor profiles!

For the installation of LED ribbon to
apply to the repair and construction
company.

1. Caenatb 3amepbl.
2. [IpuKnenTb 31EMEHT.
3. lNokpacuTb 3n1eMeHT.

4. YcTaHOBUTL anlOMUHUEBbIH
npodunb C CBETOpaccenBaloLLen
KPbILWKOW ANnA MOHTMpoBaHus LED
NEHTbI.

5. CMmoHTMpoBatb LED neHty.

6. LED neHTbl uMetoT 60MbLIOH
CMEKTP LBETOB.

BHMMAHWE: npu ncnons3o0BaHumn
npocunen nof OTKpPbITbIM HEOOM He
pasmeLlanTe npodhunn cBeToanoLamu
BBepx!

[na moHTaxa LED neHTbl oOpalyaTtbcs
HEeoOX04MMO B PEMOHTHO-
CTPOUTENBHYIO KOMMAaHWI0.

1. 3pobutn BUMIpH.
2. [1puKNeiTU enemMeHT.
3. ModhapbysBatn enemeHr.

4. BcraHoBWTM antomiHieBUi
npodinb 3 CBITIOPO3CitoBanLHO0
KPWLLKOIO AN MOHTYBaHHs LED
CTPIYKM.

5. 3moHTyBaTH LED cTpiuky.

6. CTpiuka MOXe CBITUTK
KoMbopaMmi Ha Byab-AKuiA CMaK.

YBAT'A: npu BUKOPUCTaHHI npodinis
MpocTo HeBa He po3MillyATe npodini
cBiTnogiogamu Bropy!

[ns moHTaxy LED cTpivukn 3BepTartucs
HeoOXiQHO B PEMOHTHO-OYAIBE/LHY
KOMMaHiHo.

1. Messungen vornehmen.
2. Das Profil draufkleben.
3. Streichen Sie das Profil.

4. Installieren Sie das
Aluminiumprofil mit dem
lichtstreuenden Deckel fiir die
Montage des LED-Farbbandes.

5. Das LED Band anbringen.

6. Es kann nach Geschmack ein
farbiges LED Band verwendet
werden

ACHTUNG: Beim Anbringen der Profile
unter freiem Himmel bitte die Profile
mit LED Band nach unten verwenden!

Fiir die Installation von LED Band fiir
das Reparatur- und Bauunternehmen.



