V-TAC"

INNOVATIVE LED LIGHTING

V-TAC"

INNOVATIVE LED LIGHTING

WEEE Number: 80133970

INSTALLATION INSTRUCTION

LED WATERPROOF LAMP

<
YEARS
TECHNICAL DATA WARRANTY
Model VT-6048 VT-1248 VT-1548
Watts 18 36 48
Lumens 1440 2830 3840
BeamAngle 120° 120° 120°
CRI >70 >70 >70
IP Rating P65 P65 P65
Operation Temperature -20to +40°c -20to +40°c -20to +40°c
Input Power AC:200-240V,50/60Hz | AC:200-240V,50/60Hz | AC:200-240V,50/60Hz
Dimension 600x76x66mm 1200x76x66mm 1480x76x66mm

INTRODUCTION & WARRANTY

Thank you for selecting and buying V-TAC product. V-TAC will serve you the best. Please read these instructions carefully
before starting the installing and keep this manual handy for future reference. If you have any another query, please
contact our dealer or local vendor from whom you have purchased the product. They are trained and ready to serve you at
the best. The warranty is valid for 2 years from the date of purchase. The warranty does not apply to damage caused by
incorrect installation or abnormal wear and tear. The company gives no warranty against damage to any surface due to
incorrect removal and installation of the product. The products are suitable for 10-12 Hours Daily operation. Usage of
product for 24 Hours a day would void the warranty. This product is warranted for manufacturing defects only.

WARNING!

1. Please make sure to turn off the power before starting the installation.

2. The light source of this luminaire is not replaceable, when the light source reaches its end of life the whole luminaire should

be replaced.
3. Install only by certified Electrician.

This marking indicates that this product should not be disposed A Caution, risk of electric shock.
of with other household wastes. ! .

WARNING!
Turn power off before inspection, installation or removal.
Supply connection and other external wiring conductor shall be at least 1.0 mm2 and confirm to 60245IEC57.

INSTALLATION INSTRUCTION

1. Fasten the two ceiling clips to installation
surface.

2. Open junction box cover of the body with
screwdriver. (DWG1)

3. Link to power source. (DWG2)

4. Cover back to junction box cover.

5. Install the lamp to the ceiling clips. (DWG3)
6. Hanging installation type reference DWG4.
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(H) BEVEZETES ES GARANCIA
Koszonjlk, hogy valasztotta és megvasarolta a V-TAC terméket. V-TAC
nydjtja Onnek a legjobb szolgaltatast. Kérjiik, a szerelés elétt figyelmes-
en olvassa el ezeket az utasitasokat és 6vja ezt a kézikényvet kés6bbi
hasznélatra. Ha tovabbi kérdései vannak, kérjik, forduljon forgalmazé-
jahoz vagy helyi elad6jadhoz, akitél megvasarolta a terméket. Ok
képzettek és készek a legjobb szolgélatra. A jotallas a vasarlas napjatél
szdmitva 2 évig érvényes. A garancia nem vonatkozik a helytelen
szerelés vagy az abnormalis kopas okozta karokra. A cég nem vallal
semmilyen garanciat a fellilet kdrosodaséaért, a termék helytelen
eltavolitdsaért és szereléséért. A termékek 10-12 6ras napi izemeltetés-
re alkalmasak. A termék napi 24 6ras felhasznalasa érvényteleniti a
garanciat. Ez a termék garanciaja csak a gyartasi hibakra vonatkozik.

! VIGYAZAT

Kapcsolja ki a tapellatast az ellendrzés, a szerelés vagy a kivétel el8tt.

A tapkabelnek és az egyéb kiils§ vezetékeknek legaldbb 1,0 mm2-nek kell
lennie, és 60245IEC57-

nek kell megfelelnie.

FELSZ ERELESI UTASITAS

Régzitse a két mennyezeti kapcsot a szerelési felliletre.

Nyissa fel a test csatlakozédoboz fedelét csavarhizéval. (DWG1)
Kapcsolédés az dramforrashoz. (DWG2)

Tegye vissza a csatlakozé doboz fedelét.

Szerelje fel a IAmpat a mennyezetre. (DWG3)

Lég6 szerelési tipus referencidja DWG4.
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