V-TAC’

INNOVATIVE LED LIGHTING

WEEE Number: 80133970

INSTALLATION INSTRUCTION
LED WATERPROOF LAMP

YEARS

TECHNICAL DATA WARRANTY
Model Watts | Lumens [BeamAngle | IP Rating PF CRI Input Power

VT-6028 10 850 120 P65 >0.5 >80 | AC:200-240V, 50/60Hz
VT-6029 20 1700 120 P65 >0.5 >80 | AC:200-240V, 50/60Hz
VT-12023 36 3400 120 1P65 >0.9 >80 | AC:200-240V,50/60Hz
VT-12028 18 1700 120 1P65 >0.5 >80 | AC:200-240V, 50/60Hz
VT-15022 44 4000 120 P65 >0.9 >80 AC:200-240V,50/60Hz
VT-15028 22 2000 120 P65 >0.5 >80 | AC:200-240V, 50/60Hz

INTRODUCTION & WARRANTY

Thank you for selecting and buying V-TAC product. V-TAC will serve you the best. Please read these instructions carefully
before starting the installing and keep this manual handy for future reference. If you have any another query, please contact
our dealer or local vendor from whom you have purchased the product. They are trained and ready to serve you at the best.
The warranty is valid for 2 years from the date of purchase. The warranty does not apply to damage caused by incorrect
installation or abnormal wear and tear. The company gives no warranty against damage to any surface due to incorrect
removal and installation of the product. The products are suitable for 10-12 Hours Daily operation. Usage of product for 24
Hours a day would void the warranty. This product is warranted for manufacturing defects only.

WARNING!
1. Please make sure to turn off the power before starting the installation.

2. The light source of this luminaire is not replaceable, when the light source reaches its end of life the whole luminaire
should be replaced.

3. Install only by certified Electrician.

E This marking indicates that this product should A Caution, risk of electric shock.
not be disposed of with other household wastes.

YV-TAC"

INNOVATIVE LED LIGHTING

(HU) BEVEZETES ES GARANCIA
Koszonjiik, hogy valasztotta és megvasarolta a V-TAC terméket. V-TAC nydjtja Onnek a legjobb
szolgdltatast. Kérjiik, a szerelés el6tt figyelmesen olvassa el ezeket az utasitasokat és dvja ezt
a kézikonyvet késdbbi hasznalatra. Ha tovabbi kérdései vannak, kérjik, forduljon forgalmazé-
jahoz vagy helyi eladéjahoz, akitél megvasarolta a terméket. Ok képzettek és készek a legjobb
szolgdlatra. A jotallas a vasarlas napjatol szamitva 2 évig érvényes. A garancia nem vonatkozik
a helytelen szerelés vagy az abnormalis kopas okozta karokra. A cég nem vallal semmilyen
garanciat a feliilet kdrosoddasaért, a termék helytelen eltavolitasaért és szereléséért. A
termékek 10-12 6rds napi Uzemeltetésre alkalmasak. A termék napi 24 6ras felhasznélasa
érvényteleniti a garanciat. Ez a termék garancidja csak a gyartasi hibakra vonatkozik.

ERTESITES:

o Indit6 nem sziikséges
¢ Kozvetlen felszerelés
¢ Csoévek mellékelve

PRODUCT FEATURES: NOTICE:

* Starter not required  eDirect Installation * Tubes included

SAFETY INSTRUCTIONS:

« Turn OFF electricity before starting the installation.

« Silicone gel gasket and ABS clips for good mechanical « Installation only by certified electrician.

performance or stainless steel clips ensuring IP65 of the « Proper grounding should be ensure throughout the installation.
lighting fixture. « Do use with electronic ballast.

« Key electrical components all installed on the movable « Do not use DC electricity.

reflector, easy, maintenance.

« Use rubber cable 3x1mm or 3x1.5mm for outdoor mounting.
« PG11 waterproof cable gland available wiring input on one
side of the housing.

« Higher light transmittance diffuser made of transparent PC.
« Housing body type: Opaque ABS + PC.

LAMP REPLACEMENT INSTRUCTION

« Open the clips w/o reamer connect first, then open two clips
with reamer connect.

« Side A: All the clips w/o reamer connect.

« Side B: Two clips on both ends with reamer connect.

INSTALLATION TYPE:
MOUNTING BRACKETS
INSTALLATION:
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mounting mode
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Mounting bracket

Mounting brackets are
included, Other spare parts Bottom held by hand
are not available

Mounting brackets
ceiling mounting

INSTALLATION DIAGRAM:

STEP 1: Slip open the PC clips STEP 2: Suspend the diffuser
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STEP 3: Install or replace the lamps STEP 4: Close the diffuser &
push inward the PC clips
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BIZTONSAGI UTASITASOK

o A szerelés megkezdése el6tt kapcsolja ki a villamos ellatést.
e Szerelés csak tanusitott villanyszerel§ altal.

e A szerelés soran gondoskodni kell a helyes féldelésrél.

e Hasznéljon elektronikus ballasztot.

e Ne hasznaljon egyenaramot.

FELSZERELESI UTASITAS

1. Csusztassa ki a polikarbonat kapcsokat

2. Fuggessze fel a diffuzort

3. Szerelje vagy cserélje ki a Nano mianyag csévet.

4. Zérja be a difflizort és nyomja befelé a polikarbondt kapcsokat.

Megjegyzés: Tegye a cs6 tapegységét, és csatlakoztassa vizallé vonalvégti ldmpaval.

LAMPACSERE UTASITAS

* Nyissa ki a kapcsokat, de ne csatlakozza a lyuktdgitét, majd nyissa ki a két kapcsot a
lyuktagitéval.

e A. oldal: Az 6sszes kapocs a lyuktagité csatlakozésa nélkul.

« B. oldal: Mindkét végén két kapocs lyuktdgitéval taldlhato.



