V-TAC

INNOVATIVE LED LIGHTING

WEEE Number: 80133970

INSTALLATION INSTRUCTION
LED ADJUSTABLE PANEL

TECHNICAL DATA:

V-TAC

INNOVATIVE LED LIGHTING

Model Watts | Lumens|BeamAngle| PF CRI Operation Input Power Dimension
Temperature
vieo | 12 | 750 120° | 506 | 580 | -25to+50° | AC:85-265V,50/60H; [—2reox32mm
120x120x32mm
V619 | 18 | 1350 | 1200 | 506 | >80 | -25to450°C | AC:85-265V,50/60Hz |—oimroxs2mm
170x170x32mm
V625 | 24 | 1800 | 120° | >0.6 | >80 | -25t0+50° | AC:85-265V,50/60H; [—o:22x32mm
223x223x32mm
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(HU) BEVEZETES ES GARANCIA
Koszonjik, hogy valasztotta és megvasarolta a V-TAC terméket. V-TAC ny(jtja
Onnek a  legjobh szolgaltatast. Kerjuk a szerelés elétt figyelmesen olvassa el
ezeket a Ha
Tovibb kérdésel vannalc kerik. furduljon forgalmazsjahoz vagy helyi
eladdjahoz, akitd] megvasérolta a termeket. Ok képzettek és készek a legjobb
szolgélatra. A jotallas a vasarlas napjatol szamitva 5 évig érvényes. A garancia
nem vonaticzlc 8 heltelen szerelés vagy az abnormalis kopas okozta Karokra.

ilye

tzemeltetésre alkalmasak. A termék napi 24 ords felhaszndldsa érvényteleniti a
garancidt. Ez a termék garancidja csak a gyartasi hibakra vonatkozik.

WARNING!

1. Please make sure to turn off the power before starting the installation.

2. The light source of this luminaire is not replaceable, when the light source reaches its end of life

the whole luminaire should be replaced.
3. Install only by certified Electrician.

This marking indicates that this product should not A Caution, risk of electric shock.
8. be disposed of with other household wastes.

INSTALLATION DIAGRAM:
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Step 1: Decide where you want to
place the panel and cut a hole as
per the cutout size provided.

Step 2: Connect the Live and
Neutral wires
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Step 3: Hold the two clips back
against the panel light and push it
into the hole. Allow the springs to
pull the light up to the ceiling

1 VIGYAZAT
» Csak szakképzett villanyszerel§ szerelje fel.
* Megfelel foldelést kell biztositani a felszerelés soran

FELSZERELESI UTMUTATO

Gnitse el, hol kivanja elhelyezni a panelt, és vagjon le egy nyilést a
kivagési méret szerint.

Csatlakoztassa a fazis és a nullas vezetékeket

Tartsa vissza a két kapcsot a panelvilagitashoz, és tolja be azokat a
nyildba. Hagyja a rugokat a mennyezet felé hiizni a vilégittestet.

4. 1épés: Kapcsolja be az aramot és a tesztelje.

Step 4: Switch ON the power and test



