V-TAC’

INNOVATIVE LED LIGHTING

WEEE Number: 80133970

INSTALLATION INSTRUCTION

LED SOLAR WALL LIGHT (VT-719)
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TECHNICAL DATA: WARRANTY
‘ SKU No. 3595, 3596

‘ Unit Color ‘White, Satin Nickel

[ Shape GU10

INTRODUCTION & WARRANTY

Thank you for selecting and buying V-TAC product. V-TAC will serve you the best. Please read
these instructions carefully before starting the installing and keep this manual handy for future

e Switch off the power.

e Ensure that the void depth is a minimum of 90mm, the thickness of the ceiling is a maximum

of 20mm. (picture 1)
e Cut a hole using an appropriate tool according to cut-out. (picture 2)

reference. If you have any another query, please contact our dealer or local vendor from whom
you have purchased the product. They are trained and ready to serve you at the best.

e Connect the wire of the driver to mains(110V-220V) in a correct way and put the driver into
the ceiling properly.(picture 3)

e Push the spring clips upwards and fit into ceiling hole (picture 4), ensure the product is sitting
properly in hole.

* Switch on the power if above steps done properly without any mistakes.

The warranty is valid for 2 years from the date of purchase. The warranty does not apply to
damage caused by incorrect installation or abnormal wear and tear. The company gives no
warranty against damage to any surface due to incorrect removal and installation of the

product. This product is warranted for manufacturing defects only.

(RU) BEVEZETES ES GARANCIA

K&szdnjiik, hogy valasztotta és megvasarolta a V-TAC terméket. V-TAC
nyujtia Onnek a legjobb szolgaltatast. Kérjiik, a szerelés elétt figyelmesen
olvassa el ezeket az utasitasokat és dvja ezt a kézikényvet késSbbi
haszndlatra. Ha tovabbi kérdései vannak, kérjiik, forduljon forgalmazéjahoz
vagy helyi eladéjahoz, akitl megvésarolta a terméket. Ok képzettek és
készek a legjobb szolgalatra. A jotallds a vasarlas napjatdl szamitva 2 évig
érvényes. A garancia nem vonatkozik a helytelen szerelés vagy az abnormalis
kopds okozta karokra. A cég nem vallal semmilyen garanciat a felilet
karosodasaért, a termék helytelen eltavolitdsaért és szereléséért. Ez a
termék garancidja csak a gyartdsi hibékra vonatkozik.

FELSZERELESI UTASITAS

* Kapcsolja ki a tapellatast.

* Gy6z8djon meg réla, hogy az tireg mélysége minimum 90 mm, és a
mennyezet vastagsédga legfeljebb 20 mm. (1. kép)

* Vagjon egy nyilast egy megfeleld eszkézzel a kivagds méretének
megfeleléen.

* Csatlakoztassa a vezet§ vezetékét a haldzati csatlakozéval (110V-220V)
megfeleléen, és helyezze a meghajtét a mennyezetbe. (3. dbra).

» Tolja fel a rugds kapcsokat felfelé és illessze a mennyezeti nyilasba (4.
abra), tgyeljen arra, hogy a termék jél illeszkedik a nyilasban.

* Kapcsolja be a tépellatédst, ha a fenti Iépések megfelelSen kdvetett el hibak
nélkul.



